
 

 

DBS-Spiral brushes unassembled 
 
Min. core-Ø KD 
(mm) 

Max. core-Ø KD 
(mm) 

Min. total-Ø GD 
(mm) 

Max. total-Ø GD 
(mm) 

Min. face length BLG 
(mm) 

Max. face width BLG 
(mm)              

20 450 50 600 100 6000   

Max. bristle- / wire diameter 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
20 - 40 0.80 0.20 
50 - 80 1.20 0.50 * 
> 80 3 0.50 * 

: 
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DBS-Spiral Roller Brushes type 220 and type 221 
 

Type 
Min. core-
Ø  
KD (mm) 

Max. core-
Ø  
KD (mm) 

Min. total-
Ø  
GD (mm) 

Max. total-
Ø  
GD (mm) 

Min. face 
length  
BLG (mm) 

Max. face 
width  
BLG (mm) 

             

220 with mounting ring PRB 20 450 50 600 100 6000 DXF  enquiry 

220 with mounting ring PRB-
AW 20 450 50 600 100 6000 DXF  enquiry 

221 with mounting ring PRB 20 450 50 600 100 6000 DXF  enquiry 

221 with mounting ring PRB-
AW 20 450 50 600 100 6000 DXF  enquiry 

Max. bristle- / wire diameter 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
20 - 40 0.80 0.20 
50 - 80 1.20 0.50 * 
> 80 3.00 0.50 * 

Standard width of fixing rings 
 
KD (mm) PRB (mm) PRB-AW (mm) 
20 - 40 12   
50 - 80 15   
> 80 20   
80 - 100   35 
> 100   42 
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DBS-Spiral roller brushes type 231 
 

Type Fitting on min. - 
max. core-Ø (mm) 

Min. - Max. 
total-Ø  
GD (mm) 

Min. - Max. 
package length 
(mm) 

Face width BLG 
(mm) min. - max.              

System type 231 system with fixing rings (FRB) / 
nuts (MB) 40 - 400 85 - 600 40 - 300 100 - 6000   
Type 231 system with (re)movable balancing 
weights on fixing rings (FRB-AW) / nuts (MB-AW) 40 - 400 85 - 600 40 - 300 100 - 6000   
Spiral Brushes welded package system Type 231 40 - 400 85 - 600 40 - 300 100 - 6000   Spiral Brushes welded package system Type 231-
VDS 40 - 400 85 - 600 40 - 300 100 - 6000   

Max. bristle- / wire diameter 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
< 50 0.80 0.20 
50 - 80 1.20 0.50 * 
> 80 3.00 0.50 * 

Standard width of fixing rings 
 
KD (mm) FRB (mm) FRB-AW (mm) MB (mm) MB-AW (mm) 
< 50 12 32 ** 35 
100 15 32 ** 35 
> 100 20 35 ** 38 
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DBS-Spiral Roller Brushes Type 230 & 230/VDS 
 
Type Core-Ø  

KD (mm) (min. - max.) 
Total-Ø  
GD (mm) (min. - max.) 

Face width  
BLG (mm) (min. - max.)              

Typ 230 32 - 440 80 - 600* 100 - 1500*   Typ 230-VDS 32 - 440 80 - 600* 100 - 1500*   Typ 230 Bushes flush 32 - 440 80 - 600* 100 - 1500*   Typ 230 - Bushes headed 32 - 440 80 - 600* 100 - 1500*    
Max. bristle-Ø 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
32 - 40 0.80 0.20 
50 - 80 1.20 0.50** 
> 80 3.00 0.50** 

 
 
 
 
 
 



 

 

STS-Spiralbrush coils, without shaft, fill outwards 
 

Type Fitting on min. - max. core-Ø (mm) Total-Ø  
GD (mm) (min. - max.) 

Face width  
BLG (mm) (min. - max.)              

STS-Spiral brush coils,  
fill outwards 5 - 400 17 - 600 100 - 2000*   

Max. bristle- / wire diameter 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
5 - 15 0.15   
15 - 40 0.30 0.15 
40 - 70 0.50 0.30 
70 - 400 1.50 0.50** 

 
 

 

STS-Spiralbrush coils, without shaft, fill inwards 
 

Type Total-Ø  
GD (mm) (min. - max.) 

Min. - Max. inwards-Ø  
ID (mm) 

Face width  
BLG (mm) (min. - max.)              

STS-Spiral brush coils,  
fill inwards 20 - 400 0 - 340 100 - 2000*   

Max. bristle-Ø 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
20 - 30 0.15   
30 - 60 0.30 0.15 
60 - 100 0.50 0.30 
100 - 400 1.50 0.50 ** 
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STS-Spiral roller brushes Typ 351 
 

Type Core-Ø  
KD (mm) (min. - max.) 

Total-Ø  
GD (mm) (min. - max.) 

Face width  
BLG (mm) (min. - max.)              

STS-Spiral roller brush type 351  
with axles 5 - 400 17 - 600 100 - 6000 DXF  enquiry 

STS-Spiral roller brush type 351  
with arbor hole 5 - 400 17 - 600 100 - 6000 DXF  enquiry 

Max. bristle- / wire diameter 
 
KD (mm) Synthetic filaments (mm) Wire (mm) 
5 - 15 0.15   
15 - 40 0.30 0.15 
40 - 70 0.50 0.30 
70 - 400 1.50 0.50* 

 

Standard width of fixing rings 

 
KD (mm) PRB (mm) 
20 - 40 12 
50 - 80 15 
> 80 20 
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Type 350 Aluminium profile core with standard bore 
 
Type Total-Ø GD (mm) Core-Ø KD (mm) Face width BLG (mm) Bore hole AL (mm)              
350/54 100-200 54 max. 2000 max. 31   350/85 150-300 85 max. 3000 max. 60   

Type 350 Aluminium profile core with reduction bushes 
 
Type Total-Ø GD (mm) Core-Ø KD (mm) Face width BLG (mm) Bore hole AL (mm)              
350/54 100-200 54 max. 2000 max. 31   350/85 150-300 85 max. 3000 max. 60   

Type 350 Aluminium profile core with stub axles 
 
Type Total-Ø GD (mm) Core-Ø KD (mm) Face width BLG (mm) Bore hole AL (mm)              
350/54 100-200 54 max. 2000 max. 31   350/85 150-300 85 max. 3000 max. 60   
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Type 964 with mounting ring (FRB) / screw nut (MB) - System 
 

KD (mm) 
Type SH 

AL (mm) Type 
SH-VDS (min. - 
max.) 

GD (mm) Typ 
SH+SH/VDS (min. - 
max.) 

KD (mm) 
Type Z-SH 

GD (mm) Type 
Z-SH (min. - 
max.) 

Face width 
BLG (mm) min. 
- max. 

Fill 
density - 
high 

Fill density - 
medium              

32   90 - 150 32 100 - 150 100 - 600 × ×   42   100 - 180 42 110 - 160 100 - 800 × ×   53 14 - 40 115 - 200 53 120 - 200 100 - 1100 × ×   62 16 - 50 125 - 200 62.5 135 -200 100 - 1500 × ×   83 16 - 60 175 - 250 83 160 - 250 100 - 2400 × ×   103 20 - 80 200 - 300 103 180 - 300 100 - 3000* × ×         130 220 - 300 100 - 3500* × ×   152 20 - 130 250 - 350 152 240 - 400 100 - 4000* × ×   190 20 - 160 350 - 400 200 350 - 500 100 - 4500* × ×   240   400 - 600     100 - 6000* × ×   

Type 964 with thinwalled tube cores and bushes 
 

KD (mm) 
Type SH 

AL (mm) Type 
SH-VDS (min. - 
max.) 

GD (mm) Typ 
SH+SH/VDS (min. - 
max.) 

KD (mm) 
Type Z-SH 

GD (mm) Type 
Z-SH (min. - 
max.) 

Face width 
BLG (mm) min. 
- max. 

Fill 
density - 
high 

Fill density - 
medium              

32   90 - 150 32 100 - 150 100 - 600 × ×   42   100 - 180 42 110 - 160 100 - 800 × ×   53 14 - 40 115 - 200 53 120 - 200 100 - 1100 × ×   62 16 - 50 125 - 200 62.5 135 - 200 100 - 1500 × ×   83 16 - 60 175 - 250 83 160 - 250 100 - 2400 × ×   103 20 - 80 200 - 300 103 180 - 300 100 - 3000* × ×         130 220 - 300 100 - 3500* × ×   152 20 - 130 250 - 350 152 240 - 400 100 - 4000* × ×   190 20 - 160 350 - 400 200 350 - 500 100 - 4500* × ×   240   400 - 600     100 - 6000* × ×   



Type 964 thin-walled tube and reduction-adapters (VDS) 
 
KD (mm) 
Type SH 

AL (mm) Type 
SH-VDS (min. - 
max.) 

GD (mm) Typ 
SH+SH/VDS (min. - 
max.) 

KD (mm) 
Type Z-SH 

GD (mm) Type 
Z-SH (min. - 
max.) 

Face width 
BLG (mm) min. 
- max. 

Fill 
density - 
high 

Fill density - 
medium              

32   90 - 150 32 100 - 150 100 - 600 × ×   42   100 - 180 42 110 - 160 100 - 800 × ×   53 14 - 40 115 - 200 53 120 - 200 100 - 1100 × ×   62 16 - 50 125 - 200 62.5 135 - 200 100 - 1500 × ×   83 16 - 60 175 - 250 83 160 - 250 100 - 2400 × ×   103 20 - 80 200 - 300 103 180 - 300 100 - 3000* × ×         130 220 - 300 100 - 3500* × ×   152 20 - 130 250 - 350 152 240 - 400 100 - 4000* × ×   190 20 - 160 350 - 400 200 350 - 500 100 - 4500* × ×   240   400 - 600     100 - 6000* × ×   
 

 302 

 

-  302/50: 6 ,  
-  302/80: 8 , 
-  302/100: 12 . 

Strip roller brushes Typ 302 
 
Type D * d Face width * KLG * GLG * C l 1 l 2 Circumferencial speed              
302/50 (ms) 150 95 550-2500 620-2570 870-2820 35 150 100 max. 15m/sec   (os) 150 50 550-2500 570-2520 820-2770 35 150 100     302/80 (ms) 200-250 125 550-4000 620-4070 870-4320 40 150 100 max. 15m/sec   (os) 200-250 80 550-4000 570-4020 820-4270 40 150 100     302/100 (ms) 220-250 145 550-4000 620-4070 870-4320 40 150 100 max.15 m/sec   (os) 220-250 100 550-4000 570-4020 820-4270 40 150 100     
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